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OPTIMIZING FREE COOLING OF DATA
CENTERS THROUGH WEATHER-BASED
INTELLIGENT CONTROL

BACKGROUND OF THE INVENTION

1. Field of the Invention

The field of the invention is data processing, or, more
specifically, methods, apparatus, and products for optimizing
free cooling of data centers through weather-based intelligent
control.

2. Description of Related Art

Modern computing systems include computing compo-
nents that frequently generate high levels of heat during
operation. Because high levels of heat can damage computing
components and degrade the performance of computing sys-
tems, the need for cooling technologies to cool computing
systems has increased. Modern cooling technologies are typi-
cally electrically powered. As the burden placed on modern
cooling systems has increased, the amount of electricity
required to power such modern computing systems has also
risen, thereby increasing the costs associated with cooling
modern computing systems.

SUMMARY OF THE INVENTION

Methods, apparatus, and products for optimizing free cool-
ing of data centers through weather-based intelligent control,
including: receiving, by a free cooling maximization module,
predictive weather information for the data center’s location,
wherein the predictive weather information includes infor-
mation describing expected future weather conditions at the
data center’s location; receiving, by the free cooling maximi-
zation module, a predetermined target inlet air flow tempera-
ture for computing components in the data center; receiving,
by the free cooling maximization module, excursion infor-
mation describing acceptable temporary operating conditions
during which the predetermined target inlet air flow tempera-
ture for computing components in the data center is higher
than the sustainable inlet air flow temperature for computing
components in the data center; and determining, by the free
cooling maximization module, a free air cooling schedule in
dependence upon the predictive weather information and the
excursion information, the free air cooling schedule specify-
ing periods of time during which cooling is provided with free
air.

The foregoing and other objects, features and advantages
of the invention will be apparent from the following more
particular descriptions of example embodiments of the inven-
tion as illustrated in the accompanying drawings wherein like
reference numbers generally represent like parts of example
embodiments of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 sets forth a block diagram of automated computing
machinery comprising an example computer useful in opti-
mizing free cooling of data centers through weather-based
intelligent control according to embodiments of the present
invention

FIG. 2 sets forth a flow chart illustrating an example
method for optimizing free cooling of data centers through
weather-based intelligent control according to embodiments
of the present invention
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FIG. 3 sets forth a flow chart illustrating a further example
method for optimizing free cooling of data centers through
weather-based intelligent control according to embodiments
of the present invention

DETAILED DESCRIPTION OF EXAMPLE
EMBODIMENTS

Example methods, apparatus, and products for optimizing
free cooling of data centers through weather-based intelligent
control in accordance with the present invention are described
with reference to the accompanying drawings, beginning
with FIG. 1. Optimizing free cooling of data centers through
weather-based intelligent control in accordance with the
present invention is generally implemented with computers,
that is, with automated computing machinery. For further
explanation, therefore, FIG. 1 sets forth a block diagram of
automated computing machinery comprising an example
computer (152) useful in optimizing free cooling of data
centers through weather-based intelligent control according
to embodiments of the present invention. The computer (152)
of FIG. 1 includes at least one computer processor (156) or
‘CPU” as well as random access memory (168) (‘RAM”)
which is connected through a high speed memory bus (166)
and bus adapter (158) to processor (156) and to other com-
ponents of the computer (152).

Stored in RAM (168) is a free cooling maximization mod-
ule (206), a module of computer program instructions
improved for optimizing free cooling of data centers (218)
through weather-based intelligent control according to
embodiments of the present invention. ‘Free cooling,’ as the
term in used here, refers to cooling techniques in which low
external air temperatures are used to assist in cooling opera-
tions. That is, rather than using electrically powered air con-
ditioning systems exclusively, free cooling techniques make
use of cool air outside of a data center (218) to cool computing
components (222a, 2225, 222¢, 2224d) within the data center
(218). Free cooling technologies can use water-side econo-
mizers in which water is cooled by cool air outside of a data
center (218) and used in air conditioning efforts inside the
data center (218). Free cooling technologies can also use
air-side economizers in which cool air outside of a data center
(218) is used in air conditioning efforts inside the data center
(218).

The free cooling maximization module (206) of FIG. 1 is
configured to receive predictive weather information for the
data center’s location. The predictive weather information
includes information describing expected future weather con-
ditions at the location of the data center (218). The predictive
weather information (202) may include, for example, the
expected temperature at various points in time at the location
of'the data center (218), the expected humidity level at various
points in time at the location of the data center (218), and so
on. The predictive weather information may be embodied, for
example, as a weather forecast for the data center’s location
that includes information describing expected weather con-
ditions over a period of time, where the expected weather
conditions over a period of time are generated using meteo-
rological techniques.

The free cooling maximization module (206) of FIG. 1 is
also configured to receive a predetermined target inlet air flow
temperature for computing components (222a, 2225, 222c¢,
222d) in the data center (218). The predetermined target inlet
air flow temperature for computing components (222a, 2225,
222¢, 222d) in the data center (218) may be received from a
manufacturer of the computing components (222a, 2225,
222¢,222d). The predetermined target inlet air flow tempera-



US 9,338,928 B2

3

ture for computing components (222a, 2225, 222¢, 222d) in
the data center (218) represents an ideal temperature of air
that will be introduced into the data center (218) to cool the
computing components (222a,222b,222¢,222d). Airmay be
introduced into the data center (218) to cool the computing
components (222a, 222b, 222¢, 222d), for example, through
the use of heating, ventilation, and air conditioning (‘t HVAC”)
system.

The free cooling maximization module (206) of FIG. 1 is
also configured to receive excursion information. The excur-
sion information of FIG. 1 is information describing accept-
able temporary operating conditions during which the inlet
air flow temperature for computing components (222a, 2225,
222c¢, 222d) in the data center (218) is higher than the prede-
termined target inlet air flow temperature for computing com-
ponents (222a, 222b, 222¢, 2224d) in the data center (218).
Consider an example in which the predetermined target inlet
air flow temperature for computing components (222a, 2225,
222c¢, 222d) in the data center (218) is 70 degrees Fahrenheit.
In such an example, the manufacturer of the computing com-
ponents (222a,222b, 222¢,222d) may determine that inlet air
flow temperature for computing components (222a, 222b,
222¢, 2224d) in the data center (218) can be up to 95 degrees
Fahrenheit for up to 500 hours per year without voiding the
warranty for the computing components (222a, 2225, 222c¢,
222d). In such an example, the excursion information will
indicate that inlet air flow temperature for computing com-
ponents (222a, 2225, 222¢, 2224d) can be up to 95 degrees
Fahrenheit for up to 500 hours per year.

The free cooling maximization module (206) of FIG. 1 is
also configured to determine a free air cooling schedule in
dependence upon the predictive weather information, the pre-
determined target inlet air flow temperature for computing
components (222a, 222b, 222¢, 222d) in the data center
(218), and the excursion information. The free air cooling
schedule of FIG. 1 specifies periods of time during which
cooling is provided with free air. Determining a free air cool-
ing schedule may be carried out, for example, by scheduling
the computing components (222a, 222b, 222¢, 222d) in the
data center (218) to be cooled by free air cooling techniques
at all times that the predictive weather information indicates
that the expected air temperature is below the predetermined
target inlet air flow temperature for computing components
(222a,222b,222¢,222d) in the data center (218). Because the
predictive weather information indicates that the expected air
temperature is below the predetermined target inlet air flow
temperature for computing components (222a, 2225, 222c¢,
222d) in the data center (218), air that is external to the data
center (218) can be drawn into the data center (218) to cool the
computing components (218) without using power consum-
ing air sources such as an HVAC system.

Determining a free air cooling schedule may also be car-
ried out by scheduling the computing components (222a,
222b,222c¢,222d) in the data center (218) to be cooled by free
air cooling techniques in such as way as to maximize the use
of excursion periods. For example, computing components
(222a,222b,222¢, 222d) may be scheduled for cooling using
free air techniques when the predictive weather information
indicates that the expected air temperature is above the pre-
determined target inlet air flow temperature for computing
components (222a,222b,222¢,222d) in the data center (218)
for a period of time that is equal to an amount of time iden-
tified in excursion information.

Also stored in RAM (168) is an operating system (154).
Operating systems useful optimizing free cooling of data
centers through weather-based intelligent control according
to embodiments of the present invention include UNIX™,
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Linux™, Microsoft XP™, AIX™ [BM’s i5/0OS™, and oth-
ers as will occur to those of skill in the art. The operating
system (154) and free cooling maximization module (206) in
the example of FIG. 1 are shown in RAM (168), but many
components of such software typically are stored in non-
volatile memory also, such as, for example, on a disk drive
(170).

The computer (152) of FIG. 1 includes disk drive adapter
(172) coupled through expansion bus (160) and bus adapter
(158) to processor (156) and other components of the com-
puter (152). Disk drive adapter (172) connects non-volatile
data storage to the computer (152) in the form of disk drive
(170). Disk drive adapters useful in computers for optimizing
free cooling of data centers through weather-based intelligent
control according to embodiments of the present invention
include Integrated Drive Electronics (‘IDE’) adapters, Small
Computer System Interface (‘SCSI’) adapters, and others as
will occur to those of skill in the art. Non-volatile computer
memory also may be implemented for as an optical disk drive,
electrically erasable programmable read-only memory (so-
called ‘EEPROM’ or ‘Flash’ memory), RAM drives, and so
on, as will occur to those of skill in the art.

The example computer (152) of FIG. 1 includes one or
more input/output (‘I/O”) adapters (178). 1/O adapters imple-
ment user-oriented input/output through, for example, soft-
ware drivers and computer hardware for controlling output to
display devices such as computer display screens, as well as
user input from user input devices (181) such as keyboards
and mice. The example computer (152) of FIG. 1 includes a
video adapter (209), which is an example of an 1/O adapter
specially designed for graphic output to a display device
(180) such as a display screen or computer monitor. Video
adapter (209) is connected to processor (156) through a high
speed video bus (164), bus adapter (158), and the front side
bus (162), which is also a high speed bus.

The example computer (152) of FIG. 1 includes a commu-
nications adapter (167) for data communications with other
computers (182) and for data communications with a data
communications network (100). Such data communications
may be carried out serially through RS-232 connections,
through external buses such as a Universal Serial Bus
(‘USB’), through data communications networks such as IP
data communications networks, and in other ways as will
occur to those of skill in the art. Communications adapters
implement the hardware level of data communications
through which one computer sends data communications to
another computer, directly or through a data communications
network. Examples of communications adapters useful for
optimizing free cooling of data centers through weather-
based intelligent control according to embodiments of the
present invention include modems for wired dial-up commu-
nications, Ethernet (IEEE 802.3) adapters for wired data
communications network communications, and 802.11
adapters for wireless data communications network commu-
nications.

For further explanation, FIG. 2 sets forth a flow chart
illustrating an example method for optimizing free cooling of
data centers through weather-based intelligent control
according to embodiments of the present invention. The
example method of FIG. 2 includes receiving (208), by a free
cooling maximization module (206), predictive weather
information (202) for the data center’s location. The free
cooling maximization module (206) of FIG. 2 may be embod-
ied as a module of computer program instructions that, when
executed, optimizes free cooling of data centers through
weather-based intelligent control according to embodiments
of the present invention.
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‘Free cooling,” as the term in used here, refers to cooling
techniques in which low external air temperatures are used to
assist in cooling operations. That is, rather than using electri-
cally powered air conditioning systems exclusively, free cool-
ing techniques make use of cool air outside of a data center
(218) to cool computing components (222) within the data
center (218). Free cooling technologies can use water-side
economizers in which water is cooled by cool air outside of a
data center (218) and used in air conditioning efforts inside
the data center (218). Free cooling technologies can also use
air-side economizers in which cool air outside of a data center
(218) is used in air conditioning efforts inside the data center
(218).

In the example method of FIG. 2, the predictive weather
information (202) includes information describing expected
future weather conditions at the location of the data center
(218). The predictive weather information (202) may include,
for example, the expected temperature at various points in
time at the location of the data center (218), the expected
humidity level at various points in time at the location of the
data center (218), and so on. The predictive weather informa-
tion (202) of FIG. 2 may be embodied, for example, as a
weather forecast for the data center’s location. The weather
forecast for the data center’s location may include informa-
tion describing expected weather conditions over a period of
time, where the expected weather conditions over a period of
time are generated using meteorological techniques. The pre-
dictive weather information (202) of FIG. 2 may alternatively
be embodied as historical weather data for the data center’s
location. The historical weather data for the data center’s
location may include information such as the average tem-
perature on a particular date in past years, the range of tem-
peratures on a particular date in past years, and so on. The
historical weather data for the data center’s location may be
useful as an indicator of expected future weather conditions at
the location of the data center (218).

The example method of FIG. 2 also includes receiving
(210), by the free cooling maximization module (206), a
predetermined target inlet air flow temperature (204) for com-
puting components (222) in the data center (218). The prede-
termined target inlet air flow temperature (204) for computing
components (222) in the data center (218) may be received
from a manufacturer of the computing components (222).
The predetermined target inlet air flow temperature (204) for
computing components (222) in the data center (218) repre-
sents an ideal temperature of air that will be introduced into
the data center (218) to cool the computing components
(222). Air may be introduced into the data center (218) to cool
the computing components (222), for example, through the
use of an HVAC system.

The example method of FIG. 2 also includes receiving
(212), by the free cooling maximization module (206), excur-
sion information (220). The excursion information (220) of
FIG. 2 is information describing acceptable temporary oper-
ating conditions during which the inlet air flow temperature
for computing components (222) in the data center (218) is
higher than the predetermined target inlet air flow tempera-
ture (204) for computing components (222) in the data center
(218). Consider an example in which the predetermined tar-
get inlet air flow temperature (204) for computing compo-
nents (222) in the data center (218) is 70 degrees Fahrenheit.
In such an example, the manufacturer of the computing com-
ponents (222) may determine that inlet air flow temperature

10

15

20

25

30

35

40

45

50

60

65

6

(204) for computing components (222) in the data center
(218) can be up to 95 degrees Fahrenheit for up to 500 hours
per year without voiding the warranty for the computing
components (222). In such an example, the excursion infor-
mation (220) will indicate that inlet air flow temperature
(204) for computing components (222) can be up to 95
degrees Fahrenheit for up to 500 hours per year. In such an
example, the excursion information (220) includes a maxi-
mum excursion temperature and a maximum amount of time
during which the data center may operate using the maximum
excursion temperature that specifies an inlet air flow tempera-
ture for computing components (222) in the data center (218)
that is higher than the predetermined target inlet air flow
temperature (204).

The example method of FIG. 2 also includes determining
(214), by the free cooling maximization module (206), a free
air cooling schedule (216) in dependence upon the predictive
weather information (202), the predetermined target inlet air
flow temperature (204) for computing components (222) in
the data center (218), and the excursion information (220).
The free air cooling schedule (216) of FIG. 2 specifies periods
of time during which cooling is provided with free air. As
described above, free cooling refers to cooling techniques in
which low external air temperatures are used to assist in
cooling operations. That is, rather than using electrically
powered air conditioning systems exclusively, free cooling
techniques make use of cool air outside of a data center (218)
to cool computing components (222) within the data center
(218).

In the example method of FIG. 2, determining (214) a free
air cooling schedule (216) may therefore be carried out by
scheduling the computing components (222) in the data cen-
ter (218) to be cooled by free air cooling techniques at all
times that the predictive weather information (202) indicates
that the expected air temperature is below the predetermined
target inlet air flow temperature (204) for computing compo-
nents (222) in the data center (218). Because the predictive
weather information (202) indicates that the expected air
temperature is below the predetermined target inlet air flow
temperature (204) for computing components (222) in the
data center (218), air that is external to the data center (218)
can be drawn into the data center (218) to cool the computing
components (218) without using power consuming air
sources such as an HVAC system.

In the example method of FIG. 2, determining (214) a free
air cooling schedule (216) may also be carried out by sched-
uling the computing components (222) in the data center
(218) to be cooled by free air cooling techniques in such as
way as to maximize the use of excursion periods. For
example, computing components (222) may be scheduled for
cooling using free air techniques when the predictive weather
information (202) indicates that the expected air temperature
is above the predetermined target inlet air flow temperature
(204) for computing components (222) in the data center
(218) for a period of time that is equal to an amount of time
identified in excursion information (220).

Consider an example in which the predetermined target
inlet air flow temperature (204) for a computing component
(222) is 70 degrees Fahrenheit and excursion information
(220) indicates that the inlet air flow temperature (204) for a
computing component (222) may be up to 75 degrees Fahr-
enheit for 1 hour in every 4 hour period. In such an example,
assume that the predictive weather information (202) indi-
cates the following forecast:
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TABLE 1

Predictive Weather Information

Time Period (in hours) Expected Outside Temp. (° F.)

0-1 64
1-2 68
2-3 72
3-4 76

According to the predictive weather information of Table
1, the expected air temperature outside of the data center
(218) is 64 degrees Fahrenheit during the first hour specified
in the predictive weather information (202), the expected air
temperature outside of the data center (218) is 68 degrees
Fahrenheit during the second hour specified in the predictive
weather information (202), the expected air temperature out-
side of the data center (218) is 72 degrees Fahrenheit during
the third hour specified in the predictive weather information
(202), and the expected air temperature outside of the data
center (218) is 76 degrees Fahrenheit during the fourth hour
specified in the predictive weather information (202). In such
an example, air outside of the data center (218) can be used to
cool computing components (222) within the data center
(218) for the first two hours specified in the predictive weather
information (202), as the temperature of the air outside of the
data center (218) is lower than the predetermined target inlet
air flow temperature (204) for the computing component
(222) during these time periods.

In the last two hours specified in the predictive weather
information (202) of this example, the temperature of the air
outside of the data center (218) is higher than the predeter-
mined target inlet air flow temperature (204) for the comput-
ing component (222) during these time periods. Because
excursion information (220) indicates that the inlet air flow
temperature (204) for a computing component (222) may be
up to 75 degrees Fahrenheit for 1 hour in every 4 hour period,
however, free air cooling techniques could be used to cool
computing components (222) within the data center (218)
during the third hour specified in the predictive weather infor-
mation (202) because the temperature of the air outside of the
data center (218) is lower than the maximum air flow inlet
temperature specified in the excursion information (220) dur-
ing this time period. During the fourth hour specified in the
predictive weather information (202), more expensive cool-
ing techniques such as air flow from an HVAC system would
need to be used as all excursions have been utilized and free
cooling techniques do not provide adequate cooling.

For further explanation, FIG. 3 sets forth a flow chart
illustrating a further example method for optimizing free
cooling of data centers through weather-based intelligent
control according to embodiments of the present invention.
The example method of FIG. 3 is similar to the example
method of FIG. 2 as it also includes receiving (208) predictive
weather information (202) for the data center’s location,
receiving (210) a predetermined target inlet air flow tempera-
ture (204) for computing components (222) in the data center
(218), receiving (212) excursion information (220), and
determining (214) a free air cooling schedule (216).

The example method of FIG. 3 also includes tracking
(302), by the free cooling maximization module (206), air
cooling information (304). In the example method of FIG. 3,
tracking (302) air cooling information (304) can be carried
out by storing information in a data repository that describes
actual, rather than predictive, aspects of cooling operations in
the data center (218). Such air cooling information (304) can
include, for example, the amount of time during which the
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inlet air flow temperature for computing components (222) in
the data center (218) is higher than the predetermined target
inlet air flow temperature (204) for computing components
(222) in the data center (218). The air cooling information
(304) can also include, for example, the amount of time
during which the inlet air flow temperature for computing
components (222) in the data center (218) is lower than or
equal to the predetermined target inlet air flow temperature
(204) for computing components (222) in the data center
(218).

The example method of FIG. 3 also includes updating
(306) the free air cooling schedule (216) in dependence upon
the air cooling information (304). Consider the example
described above with reference to Table 1. In the example
described above, free air cooling techniques were scheduled
to be used during the first three hours specified in the predic-
tive weather information (202). During the first two hours
specified in the predictive weather information (202), free air
cooling techniques could be used because the temperature of
the air outside of the data center (218) was lower than the
predetermined target inlet air flow temperature (204) for the
computing component (222) during these time periods. Dur-
ing the third hour specified in the predictive weather infor-
mation (202), free air cooling techniques could be used
because an excursion period was available for use.

Consider an example in which actual air temperature out-
side of the data center (218) during the third hour specified in
the predictive weather information (202), however, was only
been 69 degrees. Because free air cooling techniques were
scheduled to be used during the third hour specified in the
predictive weather information (202), using free air cooling
techniques during this period would not have caused any of
the excursion period to be consumed because the actual inlet
air flow temperatures were below the predetermined target
inlet air flow temperature (204). As such, the air cooling
information (304) could be used to update (306) the free air
cooling schedule (216) by altering the free air cooling sched-
ule (216) such that free air cooling techniques are utilized
during the fourth hour specified in the predictive weather
information (202). Free air cooling techniques could be uti-
lized during this period because the one hour excursion period
identified in the excursion information (220) was still avail-
able for use.

As will be appreciated by one skilled in the art, aspects of
the present invention may be embodied as a system, method
or computer program product. Accordingly, aspects of the
present invention may take the form of an entirely hardware
embodiment, an entirely software embodiment (including
firmware, resident software, micro-code, etc.) or an embodi-
ment combining software and hardware aspects that may all
generally be referred to herein as a “circuit,” “module” or
“system.” Furthermore, aspects of the present invention may
take the form of a computer program product embodied in one
ormore computer readable medium(s) having computer read-
able program code embodied thereon.

Any combination of one or more computer readable medi-
um(s) may be utilized. The computer readable medium may
be a computer readable signal medium or a computer read-
able storage medium. A computer readable storage medium
may be, for example, but not limited to, an electronic, mag-
netic, optical, electromagnetic, infrared, or semiconductor
system, apparatus, or device, or any suitable combination of
the foregoing. More specific examples (a non-exhaustive list)
of the computer readable storage medium would include the
following: an electrical connection having one or more wires,
a portable computer diskette, a hard disk, a random access
memory (RAM), a read-only memory (ROM), an erasable
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programmable read-only memory (EPROM or Flash
memory), an optical fiber, a portable compact disc read-only
memory (CD-ROM), an optical storage device, a magnetic
storage device, or any suitable combination of the foregoing.
In the context of this document, a computer readable storage
medium may be any tangible medium that can contain, or
store a program for use by or in connection with an instruction
execution system, apparatus, or device.

A computer readable signal medium may include a propa-
gated data signal with computer readable program code
embodied therein, for example, in baseband or as part of a
carrier wave. Such a propagated signal may take any of a
variety of forms, including, but not limited to, electro-mag-
netic, optical, or any suitable combination thereof. A com-
puter readable signal medium may be any computer readable
medium that is not a computer readable storage medium and
that can communicate, propagate, or transport a program for
use by or in connection with an instruction execution system,
apparatus, or device.

Program code embodied on a computer readable medium
may be transmitted using any appropriate medium, including
but not limited to wireless, wireline, optical fiber cable, RF,
etc., or any suitable combination of the foregoing.

Computer program code for carrying out operations for
aspects of the present invention may be written in any com-
bination of one or more programming languages, including
an object oriented programming language such as Java,
Smalltalk, C++ or the like and conventional procedural pro-
gramming languages, such as the “C” programming language
or similar programming languages. The program code may
execute entirely on the user’s computer, partly on the user’s
computer, as a stand-alone software package, partly on the
user’s computer and partly on a remote computer or entirely
on the remote computer or server. In the latter scenario, the
remote computer may be connected to the user’s computer
through any type of network, including a local area network
(LAN) or a wide area network (WAN), or the connection may
be made to an external computer (for example, through the
Internet using an Internet Service Provider).

Aspects of the present invention are described above with
reference to flowchart illustrations and/or block diagrams of
methods, apparatus (systems) and computer program prod-
ucts according to embodiments of the invention. It will be
understood that each block of the flowchart illustrations and/
or block diagrams, and combinations of blocks in the flow-
chart illustrations and/or block diagrams, can be imple-
mented by computer program instructions. These computer
program instructions may be provided to a processor of a
general purpose computer, special purpose computer, or other
programmable data processing apparatus to produce a
machine, such that the instructions, which execute via the
processor of the computer or other programmable data pro-
cessing apparatus, create means for implementing the func-
tions/acts specified in the flowchart and/or block diagram
block or blocks.

These computer program instructions may also be stored in
a computer readable medium that can direct a computer, other
programmable data processing apparatus, or other devices to
function in a particular manner, such that the instructions
stored in the computer readable medium produce an article of
manufacture including instructions which implement the
function/act specified in the flowchart and/or block diagram
block or blocks.

The computer program instructions may also be loaded
onto a computer, other programmable data processing appa-
ratus, or other devices to cause a series of operational steps to
be performed on the computer, other programmable appara-
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tus or other devices to produce a computer implemented
process such that the instructions which execute on the com-
puter or other programmable apparatus provide processes for
implementing the functions/acts specified in the flowchart
and/or block diagram block or blocks.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods and computer program
products according to various embodiments of the present
invention. In this regard, each block in the flowchart or block
diagrams may represent a module, segment, or portion of
code, which comprises one or more executable instructions
for implementing the specified logical function(s). It should
also be noted that, in some alternative implementations, the
functions noted in the block may occur out of the order noted
in the figures. For example, two blocks shown in succession
may, in fact, be executed substantially concurrently, or the
blocks may sometimes be executed in the reverse order,
depending upon the functionality involved. It will also be
noted that each block of the block diagrams and/or flowchart
illustration, and combinations of blocks in the block diagrams
and/or flowchart illustration, can be implemented by special
purpose hardware-based systems that perform the specified
functions or acts, or combinations of special purpose hard-
ware and computer instructions.

It will be understood from the foregoing description that
modifications and changes may be made in various embodi-
ments of the present invention without departing from its true
spirit. The descriptions in this specification are for purposes
of illustration only and are not to be construed in a limiting
sense. The scope of the present invention is limited only by
the language of the following claims.

What is claimed is:

1. A method of optimizing free cooling of data centers
through weather-based intelligent control, the method com-
prising:

receiving, by a free cooling maximization module, predic-

tive weather information for the data center’s location,
wherein the predictive weather information includes
information describing expected future weather condi-
tions at the data center’s location;

receiving, by the free cooling maximization module, a

predetermined target inlet air flow temperature for com-
puting components in the data center;

receiving, by the free cooling maximization module,

excursion information describing acceptable temporary
operating conditions during which the inlet air flow tem-
perature for computing components in the data center is
higher than the predetermined target inlet air flow tem-
perature for computing components in the data center,
wherein the excursion information includes a maximum
excursion temperature and a maximum amount of time
during which the data center may operate using the
maximum excursion temperature, wherein the maxi-
mum excursion temperature specifies an inlet air flow
temperature for computing components in the data cen-
ter that is higher than the predetermined target inlet air
flow temperature for computing components in the data
center;

determining, by the free cooling maximization module, a

free air cooling schedule in dependence upon the pre-
dictive weather information, the predetermined target
inlet air flow temperature for computing components in
the data center, and the excursion information, wherein
the free air cooling schedule specifies periods of time
during which cooling for computing components in the
data center is provided with free air external to the data
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center and drawn into the data center at a temperature
higher than the predetermined target inlet air flow tem-
perature; and

determining, by the free cooling maximization module,

periods of time in the free air cooling schedule during
which cooling for computing components in the data
center is provided with HVAC, wherein the periods of
time in the free air cooling schedule during which cool-
ing is provided with HVAC are scheduled after all the
periods of time during which cooling for computing
components in the data center is provided with free air
external to the data center and drawn into the data center
at a temperature higher than the predetermined target
inlet air flow temperature have been utilized,

wherein the free air cooling schedule includes periods of

time during which cooling for computing components in
the data center is provided with free air external to the
data center and drawn into the data center at a tempera-
ture higher than the predetermined target inlet air flow
temperature and periods of time during which cooling
for computing components in the data center is provided
with HVAC in order to ensure adequate cooling with
reduced electricity consumption.

2. The method of claim 1 further comprising tracking, by
the free cooling maximization module, air cooling informa-
tion that includes:

the amount of time during which the inlet air flow tempera-

ture for computing components in the data center is
higher than the predetermined target inlet air flow tem-
perature for computing components in the data center;
and

the amount of time during which the inlet air flow tempera-

ture for computing components in the data center is
lower than or equal to the predetermined target inlet air
flow temperature for computing components in the data
center.

3. The method of claim 2 further comprising updating the
free air cooling schedule in dependence upon the air cooling
information.

4. The method of claim 1 wherein the predictive weather
information includes a weather forecast for the data center’s
location.

5. The method of claim 1 wherein the predictive weather
information includes historical weather data for the data cen-
ter’s location.

6. An apparatus for optimizing free cooling of data centers
through weather-based intelligent control, the apparatus
comprising a computer processor, a computer memory opera-
tively coupled to the computer processor, the computer
memory having disposed within it computer program instruc-
tions that, when executed by the computer processor, cause
the apparatus to carry out the steps of:

receiving, by a free cooling maximization module, predic-

tive weather information for the data center’s location,
wherein the predictive weather information includes
information describing expected future weather condi-
tions at the data center’s location;

receiving, by the free cooling maximization module, a

predetermined target inlet air flow temperature for com-
puting components in the data center;

receiving, by the free cooling maximization module,

excursion information describing acceptable temporary
operating conditions during which the inlet air flow tem-
perature for computing components in the data center is
higher than the predetermined target inlet air flow tem-
perature for computing components in the data center,
wherein the excursion information includes a maximum
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excursion temperature and a maximum amount of time
during which the data center may operate using the
maximum excursion temperature, wherein the maxi-
mum excursion temperature specifies an inlet air flow
temperature for computing components in the data cen-
ter that is higher than the predetermined target inlet air
flow temperature for computing components in the data
center;

determining, by the free cooling maximization module, a

free air cooling schedule in dependence upon the pre-
dictive weather information, the predetermined target
inlet air flow temperature for computing components in
the data center, and the excursion information, wherein
the free air cooling schedule specifies periods of time
during which cooling for computing components in the
data center is provided with free air external to the data
center and drawn into the data center at a temperature
higher than the predetermined target inlet air flow tem-
perature; and

determining, by the free cooling maximization module,

periods of time in the free air cooling schedule during
which cooling for computing components in the data
center is provided with HVAC, wherein the periods of
time in the free air cooling schedule during which cool-
ing is provided with HVAC are scheduled after all the
periods of time during which cooling for computing
components in the data center is provided with free air
external to the data center and drawn into the data center
at a temperature higher than the predetermined target
inlet air flow temperature have been utilized,

wherein the free air cooling schedule includes periods of

time during which cooling for computing components in
the data center is provided with free air external to the
data center and drawn into the data center at a tempera-
ture higher than the predetermined target inlet air flow
temperature and periods of time during which cooling
for computing components in the data center is provided
with HVAC in order to ensure adequate cooling with
reduced electricity consumption.

7. The apparatus of claim 6 further comprising computer
program instructions that, when executed by the computer
processor, cause the apparatus to carry out the step of track-
ing, by the free cooling maximization module, air cooling
information that includes:

the amount of time during which the inlet air flow tempera-

ture for computing components in the data center is
higher than the predetermined target inlet air flow tem-
perature for computing components in the data center;
and

the amount of time during which the inlet air flow tempera-

ture for computing components in the data center is
lower than or equal to the predetermined target inlet air
flow temperature for computing components in the data
center.

8. The apparatus of claim 7 further comprising computer
program instructions that, when executed by the computer
processor, cause the apparatus to carry out the step of updat-
ing the free air cooling schedule in dependence upon the air
cooling information.

9. The apparatus of claim 6 wherein the predictive weather
information includes a weather forecast for the data center’s
location.

10. The apparatus of claim 6 wherein the predictive
weather information includes historical weather data for the
data center’s location.

11. A computer program product for optimizing free cool-
ing of data centers through weather-based intelligent control,
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the computer program product disposed upon a computer
readable medium, wherein the computer program product is
not a signal, the computer program product comprising com-
puter program instructions that, when executed, cause a com-
puter to carry out the steps of:
receiving, by a free cooling maximization module, predic-
tive weather information for the data center’s location,
wherein the predictive weather information includes
information describing expected future weather condi-
tions at the data center’s location;
receiving, by the free cooling maximization module, a
predetermined target inlet air flow temperature for com-
puting components in the data center;
receiving, by the free cooling maximization module,
excursion information describing acceptable temporary
operating conditions during which the inlet air flow tem-
perature for computing components in the data center is
higher than the predetermined target inlet air flow tem-
perature for computing components in the data center,
wherein the excursion information includes a maximum
excursion temperature and a maximum amount of time
during which the data center may operate using the
maximum excursion temperature, wherein the maxi-
mum excursion temperature specifies an inlet air flow
temperature for computing components in the data cen-
ter that is higher than the predetermined target inlet air
flow temperature for computing components in the data
center;
determining, by the free cooling maximization module, a
free air cooling schedule in dependence upon the pre-
dictive weather information, the predetermined target
inlet air flow temperature for computing components in
the data center, and the excursion information, wherein
the free air cooling schedule specifies periods of time
during which cooling for computing components in the
data center is provided with free air external to the data
center and drawn into the data center at a temperature
higher than the predetermined target inlet air flow tem-
perature; and
determining, by the free cooling maximization module,
periods of time in the free air cooling schedule during
which cooling for computing components in the data
center is provided with HVAC, wherein the periods of
time in the free air cooling schedule during which cool-
ing is provided with HVAC are scheduled after all the
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periods of time during which cooling for computing
components in the data center is provided with free air
external to the data center and drawn into the data center
at a temperature higher than the predetermined target
inlet air flow temperature have been utilized,

wherein the free air cooling schedule includes periods of

time during which cooling for computing components in
the data center is provided with free air external to the
data center and drawn into the data center at a tempera-
ture higher than the predetermined target inlet air flow
temperature and periods of time during which cooling
for computing components in the data center is provided
with HVAC in order to ensure adequate cooling with
reduced electricity consumption.

12. The computer program product of claim 11 further
comprising computer program instructions that, when
executed, cause a computer to carry out the step of tracking,
by the free cooling maximization module, air cooling infor-
mation that includes:

the amount of time during which the inlet air flow tempera-

ture for computing components in the data center is
higher than the predetermined target inlet air flow tem-
perature for computing components in the data center;
and

the amount of time during which the inlet air flow tempera-

ture for computing components in the data center is
lower than or equal to the predetermined target inlet air
flow temperature for computing components in the data
center.

13. The computer program product of claim 12 further
comprising computer program instructions that, when
executed, cause a computer to carry out the step of updating
the free air cooling schedule in dependence upon the air
cooling information.

14. The computer program product of claim 11 wherein the
predictive weather information includes a weather forecast
for the data center’s location.

15. The computer program product of claim 11 wherein the
predictive weather information includes historical weather
data for the data center’s location.

16. The computer program product of claim 11 wherein the
computer readable medium further comprises a computer
readable storage medium.
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